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f| Ceiling 0r€ floor runnaffs for salvaged (eovable 


Vinyl a©b©@tos floor tile 


S • F* 


(a) Straight 


L.F. 

F* 


Acoustic ceiling tile 

(a) 12" X 12" tile 

(b) 20" X 20" tile 


S.F. 
S.F. 


Hardware 
Sat 1 1 


(2* pair 


butts, (U mortise lockset, 
(3) silencers, (I) close 


SET IX 


SET lit 


SET IV 


(4) pairs butts, (2) flush bolts, 

(i) mortise locksmt, <i) closer, 

i2) dcmstops, (2) silencers, 

(1) coordinator 

<2> pairs butts, (1) latchset, 

(1) dQMestop, (3) silencers 


(2) pairs butts, (1) doseatop, 
i3) silencers, (lockaet by others) 


Aluminum Saddles: J*-0" 


Sliding door units: 4*-G" 
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Description 
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XQVAll*t GYPSUM 


naliboard partitions shall be 
manufacturers Instructions 
directed by the engineer* 



Finish hardware instal lati 


finer, with all 
handles , pulls and oil* 


on shall conform to the manufacturers 
shall be in a neat and auillful 
operat ing properly . All knobs , 
er exposed itetts , shall be suitably 
soon as they have been installed and 
such prot^ctica shall regain until the acceptance of the work. 

I Hied lately preceding final Inspection ail hardware shall he 
cleaned carefully by a men hod which will in no way 

Butts - Stanley FB8 179 X 4-1/2" s 4-1/2" 
Mortise Lockset - Corbin #125-8551 
Latch Set - Corbiu #833-410 
Closer - Corbin I500-S-3 

Flush Bolt© « Corbin #2846, 1-12" lg. , 1-30" Lg. 
Doasstop - Corbin #373-1/2 
Coordinator - Von Duprin #1237 
Silencers - Corbin #33 

Aluminum Saddles - Zero Weatherstripping Co., Inc. 

ttAlf AM MWAT TVVflOC A^f\ 

imfjjlww yu&Jt.c»fc* uvwwJ ****** » 

Frames shall be macailed plumb, straight, and true with hnrl- 
xonta. .mes level and all vertical lines pi-nnb- Frames shall 
be secured rigidly in place and shall be anchored to the floors, 
jamb& and heads in an approved manner. Al 1 frames shall be 
braced until adjacent construction has been completed and has 
attained sufficient strength to maintain the frames In position. 


Installation of door frames shall include alt spacer clips, 
sfrlfKs, channel lintels and sub-frames as shown, and all neoprene 
gaskets* 

Doors shall be installed plurab and true with their frames and 
shall operate freely without binding. 

After erection, all damaged areas in the shop coat, exposed 
surfaces of bolts, bolt heads, nuts and washers, and all field 
welds. , I f necessary , and unpa inted areas adjacent to f 1.* 1 d* 
welds shall be painted with the same paint used in shop coating* 

Doors and frames that are to be supplied by the contractor shall 
be similar and equal in every respect to those that are fur- 
nished by the Authority. 

WALL BASE 

Vail Base shall be applied against the wail with approved type 
cement adhesive keeping cement 1/4" below top of base. Adhesive 
for installation of base shall be furnished by the contractor. 
Vertical joints shall be held to a mlniTsum with a minimum dis- 
tance from a Joint to a corner equal to T-O". 

ACTU8TIC CEILNG 

Black iron carrying channels shall be securely supported by han- 
gers fastened to the*overhead structural members, channel* shall 
be spaced as required to adequately support Light fixtures, 
drapery pocket and the acoustic ceiling assembly. 

Ceiling tile shall be installed in a true and even plane, butt 
joints tightly together, install metal edge i^ouldings as re- 
quired. 
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The <work required 


clauses of this 
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re commencing work* the 
dimens ions in the f ie Id* 
to the attention of the 


ve: 


3. 


Be €0 re cosnencing 
of an/ areas without 
and chipped-of f f 
CAFCO "VP? D-% o*r approv 


the contractor 
roofing* All 

shall be patched 
eaual as direc 



notify the Engineer 
structural steel 
or touched^up with 
by the Engineer. 


5. 


6. 


7. 


8. 
9. 


e Contractor shall not drill holes into existing slabs or 
s t rue tyral members for the pur >>ose of support ing any loads , 
unless written approval is obtained from the Engineer. 

The Contractor shall protect the public or tenant space below from 
any damage resulting from floor drilling operation. 

The Contractor shall repair or replace existing construction 
•laraaged in the performance of this Contract. 

The space around pipes, ducts, etc* penetrating rated walls, shall 
not exceed 1/2" and shall be packed solid with mineral wool or ap- 
proved equal and be closed off by close fitting metal escutcheons 
on both sides of the partition as required by NYC Building Code 
C26-540.5. 

Flrestopping shall be as required by NYC Building Code C26-54Q.7. 

Alt wood shall be fireproof ed as required by NYC Building Code 
C2 6-502. 6. 


10. All interior finishes shall comply with NYC Building Code 
C26-504.10. 

11. Carpeting shall conform to Port Authority specifications for 
f lammabi llty and smoke developed ratings. 

12. Where rated partitions intersect convector enclosures, install 
within the enclosure a rated fire stop equal to the rating of the 
wall. 

13. Where unrated partitions intersect convector enclosures, install 
within the enclosure a sound barrier of 2 incn 3 lb* density semi- 
rigid fiberglass board. 

14. Partition dimensions are to centerline of partition unless other- 
wise noted* 


15. Centerlines of partitions abutting window columns 
tered on the columns, unless otherwise noted* 


I be cen- 


\H. Partitions not located by a fixed dimension on the plan snail be 
located as shown on the reflected celling plan. Partitions shall 
*ie centered on the tile or splean as shown* 

17. Unless otherwise noted, locate all doors 6 in. minimum distance 
from adjacent intersecting walls. 

18. Remove, modify if required, clean and re hang drapes. 

19. Modify drapery track and restring as required to suit final parti- 
tion layout* 

20. Existing floor tile shall be cleaned and, where required, shall be 
restored as directed by the Engineer. 

21. Carpet Installed under this contract shall be cut-out and f on*- 
fitted around all existing and new floor telephone and/or electri- 
cal outlets. Ac-ess cut-outs shall be provided at floor access 
panels* 

22c Rubber base shall be installed on all new partitions, both sides 
unless otherwise noted* 

23. Unless required to paint the entire area, the Contractor shall 
paint existing walls trtat are cut and/or patched. The entire wall 
shall be painted up to the nearest external or internal corner or 
door frame. Color shall natch existing. 

24. When movable partitions are shown to be removed, the Contractor 
shall reuse at least hOX of these partitions in the ae«# obstruc- 
tion* Return surplis material to the Authority as salvage ma- 
terial. 
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JOHN C. WESTRICK & ASSOCIATES 
CONSULTING ENGINEERS 

3148 PARK AVENUE 

SOUTH • PLAINFIELD, N.J. 07080 
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